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Email: sales@primelite-mfg.com

LOW PROFILE CAN LIGHTS

Dia 6" | Ht 6"
1/2” Threaded Top

Lamp: 1/100W G25
LED 12 | LED 22

#56
Dia 6" | Ht 5 1/2”
10’ Vinyl Cord

Lamp: 1/100W G256
LED 12 | LED 22

#56/18
Dia 6" | Ht 24”
Stem 18”

Lamp: 1/100W G25
LED 12 | LED 22

#56/859
Dia 6" | Ht 12 1/2”
Ext 19" | Arm 16"

Lamp: 1/100W G256
LED 12 | LED 22
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#56/859 ESW

Dia 6" | Ht 16" | Ext 19"
Arm 16” | 90° Swivel

Lamp: 1/100W G25
LED 12 | LED 22

#56/62
Dia 6" | Ht 6"
Ext 9"

Lamp: 1/100W G25
LED 12 | LED 22

#56/850
Dia 6" | Ht 12"
Ext 25 1/2" | Arm 22"

Lamp: 1/100W G25
LED 12 | LED 22
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#56/850 ESW
Dia 6" | Ht 15 1/2" | Ext 25 1/2"
Arm 22” | 90° Swivel
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Lamp: 1/100W G25
LED 12 | LED 22

#56/873
Dia 6" | Ht 12"
Ext 10" | Arm 7"

Lamp: 1/100W G25
LED 12 | LED 22

#56/864
Dia 6" | Ht 18"
Ext 34" | Arm 34"

Lamp: 1/100W G25
LED 12 | LED 22

#56/855-12
Dia 6" | Ht 7 1/2"
Ext 15" | Arm 12"

Lamp: 1/100W G25
LED 12 | LED 22
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#56/858-12

Dia 6" | Ht 10" | Ext 15" ‘

W26 1/2” | Arm 12"

Lamp: 1/100W G25
LED 12 | LED 22
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All aluminum construction for outdoor use. LED Fixtures are available in 3000K and 4000K. All fixtures are available in LED 12 (800 lumens)
D 22 (1800 lumens). LEDs 12 & 22 are 120 volt. 120 - 277 voltage available upon request. Consult color chart for standard powder coated colors.
Special colors available on request. For additional arms see Section A pages 05 & 06. G25 bulbs available for Incandescent fixtures.
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