IN THE U.8.A.

Cat# 23/7F
Dia. 77

Max 60 Watt
Incandescent

Cat# 23/10F
Dia. 10”

Max 100 Watt
Incandescent

Cat# 23/14F
Dia. 14”

Max 150 Watt
Incandescent

Cat# 23/16-612 shown

Cat# 23/14-612 Cat# 23/16-612
Ht. 17 1/2” Ext. 20” Dia. 14” Ht. 17 1/2” Ext. 21” Dia. 16”
Max 150 Watt Incandescent Max 200 Watt Incandescent

Dia. 10”

Cat# 111/12
Dia. 12"

Cat# 111/14
Dia. 14"

Cat# 111/14-612 shown

Cat# 111/10-612
Ht. 17 1/2” Ext. 18” Dia. 10”
Max 60 Watt Incandescent

Cat# 111/12-612

Ht. 17 1/2” Ext. 19” Dia. 12”
Max 75 Watt Incandescent

Cat# 111/14-612
Ht. 17 1/2” Ext. 20” Dia. 14”
Max 150 Watt Incandescent

Cat# 111/10 shown

Section B All fixtures are available in standa
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Cat# 111/10

Max 60 Watt Inc.

Max 75 Watt Inc.

Max 150 Watt Inc.

407 South Main Street
Freeport, N.Y. 11520

Phone (516) 868-4411
Fax (516) 868-4609
Website www . primelite-mfg.com

Cat# 23/16F shown Cat# 23/19F shown

Cat# 23/16F
Dia. 16”
Max 200 Watt Cat# 23/19F Cat# 23/24F
Incandescent Dia. 19 Dia. 24
Max 200 Watt Max 200 Watt
Incandescent Incandescent

Cat# 23/7-613
Dia. 77
Max 60 Watt Incandescent

Cat# 23/10-613
Dia. 10”
Max 100 Watt Incandescent

Cat# 23/10-613 shown

Cat# 110/10-611 shown

Cat# 110/10
Dia. 10”
Max 60 Watt Inc.

Cat# 110/12

Dia. 12”

Max 75 Watt Inc.
Cat# 110/14

Dia. 14”

Max 150 Watt Inc.

Cat# 110/10-611
Ext. 15 3/4” Dia. 10”
Max 60 Watt Incandescent

Cat# 110/12-611
Ext. 16 3/4” Dia. 12"
Max 75 Watt Incandescent

Cat# 110/14-611

Ext. 17 3/4” Dia. 14"
Max 150 Watt Incandescent

Cat# 110/10 shown

rd painted colors (see color chart).

Some fixtures are available in plated finishes, and others can be made for outdoor use.
Standard cord length is 10ft black or white. Longer cord lengths are available.

Chain and stem mount also available. Canopy color is white standard. Other colors on request. Consult the factory.





